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Review of Doctoral Thesis 

1. PhD candidate 

Ing. Jakub Slavíček / Jakub.Slavicek1@vut.cz 

2. Name of PhD programme 

Design and Process Engineering  

3. Title of PhD thesis 

Additive manufacturing of structured components from magnesium alloys 

 

4. Principal supervisor 

doc. Ing. Daniel Koutný, Ph.D. / Daniel.Koutny@vut.cz 

5. Co-supervisor 

Not listed / E-mail 

 

6. Reviewer 

Assoc. Prof. Dr. Damjan Klobčar / damjan.klobcar@fs.uni-lj.si 

Faculty of Mechanical Engineering, University of Ljubljana, Slovenia 

 

7. Overview of the scope of PhD thesis1    

Very good 

Justification: The dissertation investigates wire arc directed energy deposition (WADED) of the AZ61 
magnesium alloy for the fabrication of structured lightweight components. The work is logically structured 
around four published research papers addressing deposition path planning, CMT process parameter 
optimisation, thermal management, and volumetric component fabrication. The thesis culminates in a 
structured component demonstrator that integrates the findings from all four studies. The scope is 
appropriate for a doctoral-level contribution: the work spans experimental process development, 
characterisation (microstructure, mechanical properties, porosity, residual stress), and numerical thermal 
simulation. The 145-pdf document includes four appended journal papers, 102 references, and 
comprehensive lists of 30 figures, 7 tables, and abbreviations reflect a well-organised and thorough research 
effort. The thesis clearly identifies scientific questions and formulates testable hypotheses. A minor limitation 
is that one of the four papers (Research Paper III) was still under review at the time of submission, meaning 
its peer-reviewed status was not yet confirmed. 

 

8. Significance of the topic and clarity of problem statement 

Very good 

 
1 Overview of the scope of PhD thesis is a short description of objectives of PhD thesis’s research and 
summary of main findings and scientific achievements. 
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Justification: The application of WADED to magnesium alloys addresses a genuine industrial need: the 
fabrication of large-scale, lightweight structural components with favourable buy-to-fly ratios. The candidate 
motivates the topic well, noting that existing studies on WADED of magnesium alloys are limited in scope, 
typically investigating only a few process parameters and largely ignoring process stability, defect formation, 
or thermal management. The dissertation clearly identifies these gaps and formulates three scientific 
questions (Q1–Q3) supported by three pairs of hypotheses (H1a, H1b, H2, H3). The problem statement is 
succinct, and the research objectives are well defined. The industrial relevance is illustrated through a 
concrete aerospace use case (aircraft C-shape frame component), which gives the work practical grounding. 
Overall, the significance of the topic is clear, the problem statement is well articulated, and the research 
questions are specific and verifiable. 

 

9. Knowledge of existing literature 

Very good 

Justification: The literature review covers the main aspects of WADED technology (welding power sources, 
CMT process, path planning, defects) and magnesium alloy science (microstructure, mechanical and 
thermal properties, weldability). The candidate demonstrates a sound understanding of the state of the art 
and concludes the review chapter with a well-argued analysis that identifies the specific scientific and 
research gaps addressed in the thesis. The reference list contains 102 entries, predominantly from peer-
reviewed journals of high quality (Additive Manufacturing, Scientific Reports, Journal of Materials Processing 
Technology, etc.), with publication dates mostly within the last decade. The candidate appropriately situates 
their own results within the existing literature throughout the Results and Discussion chapters. A minor 
observation is that some references are review articles rather than primary research papers. Overall, the 
literature coverage is thorough and appropriate for the scope of the dissertation. 

 

10. Choice of methods and technical soundness 

Very good 

Justification: The experimental methodology is well chosen and technically sound. The WADED setup is 
clearly described (KUKA KR 60 HA robotic arm, Fronius TPS 3200 CMT power source), and the 
development of custom equipment (preheating table, filler wire cleaning system) demonstrates engineering 
initiative. Characterisation methods are appropriate: optical light microscopy, SEM/EDS, micro-CT, tensile 
and microhardness testing, 3D optical scanning, and indirect residual stress assessment by deflection 
measurement. The use of Ansys 2025 with the DED Process add-on for thermal simulation in Research 
Paper IV is well suited to the research question. The systematic progression from single-track experiments 
to thin-walled structures and volumetric components follows a logical experimental design. Some limitations 
are acknowledged honestly, such as the impossibility of extracting standard tensile specimens from 
volumetric samples, which necessitated microhardness as a proxy measure. The methodology is sound, 
reproducible, and proportionate to the research questions posed. 

 

11. Quality, originality and significance of the results 

Very good 

Justification: The dissertation presents several original contributions to the field. The identification of filler 
wire surface purity as a critical process-related factor, the systematic parametric study of CMT characteristic 
parameters for AZ61 WADED, and the determination of an optimal preheating/interpass temperature 
window (200–250°C) are notable findings. The quantitative results are significant: a 40% reduction in 
residual stress at 250°C preheat, near-full-density parts (99.98% relative material density), and mechanical 
properties exceeding cast alloys and approaching LPBF-produced counterparts. The use of combined 
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thermal simulation and targeted experimental validation in Research Paper IV is methodologically strong. 
The fabrication of the structured demonstrator component adds practical significance. Some results are 
expected (grain coarsening with higher preheating, deposition strategy affects geometry) and represent 
confirmations rather than surprises, but their systematic quantification for AZ61 WADED is valuable. The 
hypothesis H1b was correctly identified as falsified, showing scientific rigour. 

 

12. Quality of attached papers 

Good 

Justification: Three of the four appended papers are published in peer-reviewed journals: Research Paper 
I in Journal of Mechanical Science and Technology (Q3, IF 1.7), Research Paper II in Scientific Reports 
(Q1, IF 3.9), and Research Paper IV in Additive Manufacturing Letters (Q2, IF 4.7). The publication in a Q1 
journal for Research Paper II is particularly commendable. Research Paper III was under peer review at the 
time of thesis submission, which is a limitation. The papers are well-written and contain clear figures, tables, 
and discussion sections. The candidate’s declared contribution ranges from 46% to 70% across the papers, 
with at least three papers where the candidate is first author. The thematic coherence of the four papers is 
high, and they collectively address the three scientific questions in a well-structured progression. The rating 
of Good rather than Very Good reflects that one paper is not yet peer-reviewed and the first paper is in a 
lower-Q3 journal. 

 

13. Overall assessment, strengths and weaknesses (based upon the above evaluation categories 
8–12) 

Very good 

Strengths: The dissertation is well structured, clearly written, and covers a topic of genuine scientific and 
industrial relevance. The progressive experimental design — from path planning to process parameters to 
thermal management to volumetric components — is logical and thorough. The development of custom 
equipment (preheating table, wire cleaning system) demonstrates engineering ability beyond mere data 
collection. The integration of numerical simulation and experimental validation is a particular strength. The 
candidate is transparent about the limitations of each study and correctly identifies one falsified hypothesis 
(H1b), which indicates scientific integrity. Publication in a Q1 journal (Scientific Reports) is an important 
achievement. Weaknesses: Research Paper III remains unreviewed, which weakens the completeness of 
the publication record at submission. Some results in Research Papers I and IV are incremental 
confirmations of trends known from other materials. The mechanical property characterisation in Research 
Paper IV relies solely on microhardness due to sample geometry constraints, limiting direct comparison with 
other WADED studies. Future work could benefit from expanding to post-process heat treatment and longer 
component geometries to validate the effect of sequencing strategies on residual stresses (H1b). 

 

14. Questions and comments 

1.  The hypothesis H1b was falsified — deposition sequencing did not reduce residual stresses for 120 
mm-long walls. The candidate attributes this partly to the low heat input of CMT. How would the candidate 
design a follow-up study to determine the minimum wall length at which sequencing strategies become 
effective for stress reduction using CMT-WADED?                                                                                       
2.  Research Paper III reports a 40% deflection reduction at 250°C preheat, used as an indirect indicator 
of residual stress. What is the uncertainty of this indirect method, and to what extent can deflection 
measurements be considered a reliable proxy for actual residual stress magnitudes without direct 
measurements (e.g. XRD or neutron diffraction)?                                                                                         
3.  The filler wire cleaning system (2nd generation) proved most effective. Can the candidate comment on 
the scalability and robustness of this inline cleaning approach in an industrial WADED context, and what 
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further development would be needed for industrial deployment?                                                                     
4.  

 

15. Conclusion 

PhD thesis is an independent scientific work that presents a novel solution to a significant problem in the 
research area and demonstrates the candidate’s ability to conduct independent research. 

YES 

 

The dissertation by Ing. Jakub Slavíček fulfils the requirements of a doctoral thesis. The work addresses a 

well-defined research problem, uses appropriate methodology, presents original results, and is supported by 

three (with one under review) peer-reviewed journal publications. The candidate demonstrates the ability to 

conduct independent research. The thesis is recommended for defence. 

 

16. Date and signature 

23/04/2026 
 

 

Please note 

A. Evaluate categories 7 to 13 using the following scale: unacceptable, acceptable, satisfactory, good, 
very good, excellent. The qualification of ‘excellent’ should only be given for a PhD Thesis in the top 
3% of the research in your field of expertise. 

B. E-mail the completed form to: Klara.Javorcekova@vut.cz 

mailto:Klara.Javorcekova@vut.cz
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